
Optimum data availability for small business networks, with  
automated data backup, data mirroring and secure remote access

USB 2.0: 2TB

For small offices and businesses up to 20 networked computers, the Central Axis Business 
Edition storage server provides a data storage and protection solution with simplicity and 
business continuity in mind. It offers easy backup for both PCs and Macs to one central, 
safe location that holds as much as 2TB of data. 

Intuitive software wizards let businesses do automated, scheduled backup, and provide for 
easy restore if necessary. For protection from crashes, Central Axis Business Edition server 
enables RAID 1 automatic data mirroring between two drives, which means if one copy is 
lost, the other is instantly available and business can continue without interruption. 

Two USB ports provide connection to additional external hard drives to allow automated 
backup of the Central Axis network server for off-site data rotation. Another great feature 
of the Central Axis server is secure remote access to files and folders from any Internet 
browser. This lets the business owner travel light and access data from anywhere, and it also 
permits colleagues and clients to access selected content without the need of an FTP site.

An industry-leading 5-year limited warranty underscores the reliability of this server.

Highlights  
•  Automatic data backup for up to 20 PC and Macs
•  Automatic data mirroring with 2 internal drives
•  User configurable—up to 2TB total available storage or 1TB of data mirrored
•  Off-site data rotation enabled with USB port for additional external drive
•  Secure Web access from anywhere with permissions and controls
•  Easy Web access—no client software required
•  Invite select clients to view, download or upload securely.
•  View and share photos and slideshows over the Web.
•  Printer sharing enabled with USB port
•  User serviceable—easy drive swap if needed
•  5-year limited warranty

Perfect for When 
You Need To
•  Store and protect data 

on multiple networked 
computers in a small-
business environment

•  Automatically mirror data 
using two drives, so crucial 
data is always available in 
the event of a crash

•  Securely access data or 
allow others to access 
data remotely via any Web 
browser
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Capacity Model Number UPC Code Multi-Pack

2TB STM320005CDA00G-RK 763649007211 10763649007218

Requirements •  Wired or wireless router with an available 10/100/1000 Ethernet port
•  Internet connection (for system updates and Web access)
•  UPnP AV 1.0 certified Digital Media Adapter (if media streaming is desired)

Mac
•  Mac OS X 10.4.11 or later
•  Safari 3.1 or later
•  128MB RAM

PC
•  Pentium III, 500MHz equivalent processor or higher
•  Microsoft Windows XP or Vista
•  Internet Explorer 6.0 or later, or Firefox 2.X or later
  (for management interface of or Web access to Central Axis)
•  128MB RAM

Technical Specifications •  LAN: IEEE 802.1, IEEE 802.3u
•  Transmission Speed: 1000Mbps/100Mbps/10Mbps
•  Connectivity: 10/100/1000 RJ-45 Gigabit Ethernet port
•  Expansion/Sharing: USB 2.0/1.1 port for additional external hard drives or printers
•  Drive Performance: SATA II, 7200 RPM
•  Compatibility: UPnP AV 1.0 compliant

Product Dimensions 7.4"H x 2.02"W x 11.49"L  
187.9 mm x 51.25 mm x 291.95 mm

Weight: 2TB: 6.70lbs / 3.04kg

Retail Packaging Specs Box dimensions:  5.80"H x 9.13"W x 13.25"L / 147.32 mm x 231.9 mm x 336.55 mm
Box weight:  8.70lbs / 3.95kg
Master carton dimensions:  14.005"H  x 9.56"W x 11.81"L / 355.727 mm x 242.824 mm x 299.974 mm
Master carton weight:  18.55lbs / 8.41kg
Master carton quantity:  2 per carton
Master carton per pallet:  48
Pallet dimensions:  47.25"H x 38.25"W x 47.01"L / 1200.15 mm x 971.55 mm x 1194.054 mm 
Pallet weight with accessories:  943.25lbs / 427.85kg
Pallet layers:  3

Inside the Box •   Maxtor Central Axis storage server
•    Maxtor Installation CD
•  Quick Start Guide
•  Maxtor Manager Software

•  Ethernet Cable
•  AC Power Adapter
•  User Guide on CD
•  5-Year Limited Warranty

Capacities and Model Numbers  
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